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STAINLESS STEEL FITTINGS 
DIN PRODUCTS - STAINLESS STEEL BSP OR NPT FITTINGS

LEEMCO HAS A LARGE VARIETY OF  
FITTINGS AND VALVE ACCESSORIES.

PLEASE VISIT OUR WEBSITE AT LEEMCO.COM

SUBMITTAL SHEET

SIZES .................................................. 1”, 1-1/2” & 2”  
MATERIAL .......................................... CLASS 150LB, 304 STAINLESS STEEL PER ASTM A351, CF8 AISI304, ANSI 16.5  
PRESSURE RATING ........................... 300 PSI CWP (COLD WORKING PRESSURE), 150 PSI SWP (STEAM WORKING PRESSURE) 
INSTALLATION .................................. PER BSP (BRITISH STANDARD PIPE) OR NPT (NATIONAL PIPE THREAD) STANDARDS

NOTE: 316-Series stainless steel products are available for an additional charge. Please contact Leemco for pricing.  
 
 

SPECIFICATION
All	threaded	fittings	smaller	than	2”	shall	be	made	of	100%	304-Series	stainless	steel.	Fittings	shall	be	Class	150	per	ASTM	
A351, CF8 AISI304, ANSI 16.5. Fittings shall be rated for 300 PSI CWP (Cold Working Pressure) and 150 PSI SWP (Steam 
Working	Pressure).	All	fittings	shall	be	manufactured	by	Leemco,	Inc.,	U.S.A.	
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